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Pentru utilizare pe arbori ce functioneaza la turatii pana la 1800 rot/minsi vy [~~~ /&~ ~ |
unghiuri de pana la 25° (maxim 35° pentru actionare manuala). - LE» B
L
Marime L E D Alezaj B Max Moment Codificare
Min standard Alezaj &0 el (o pan de rupere static = SKF
mm mm mm mm mm mm Nm

UJMAL0 38 12 10 6 6 - 13,5 PHE UJMA10

UJMA13 45 13 13 8 8 - 26,0 PHE UJMA13

UJMAL6 52 15 16 8 10 8 45,0 PHE UJMA16

UJMA20 62 18 20 10 13 11 88,0 PHE UJMA20

UIMA25 74 20 25 12 16 14 180,0 PHE UJMA25

UJMA32 86 23 32 16 22 18 405,0 PHE UJMA32

UJMA4D 108 30 40 20 25 22 860,0 PHE UJMA4O

UJMA4LS5 120 33 45 20 30 25 1250,0 PHE UJMA45

UJMA50 132 37 50 25 35 30 1730,0 PHE UJMA50

UJMA63 166 46 63 32 45 35 3400,0 PHE UJMA63

UJMA75 190 53 75 40 55 45 5300,0 PHE UJMA75

Cuplaje cardanice duble

Pentru utilizarea pe arbori ce functioneaza la turatie constanta sau unde
este necesara nealinierea paraleld si unghiuri de lucru de pana la 25°

R C R
(maxim 35° pentru actionare manuala). .
Marime L R E D [o Alezaj B max Momentul Codificare
Mi standard T . derupere static  SKF
in nterior Cu canal de pana
mm mm mm mm mm mm mm mm Nm
UJMB13 68 22,5 13 13 23 8 8 = 26 PHE UJMB13
UJMB16 77 26,0 15 16 25 8 10 8 45 PHE UJMB16
UJMB20 92 31,0 18 20 30 10 13 11 88 PHE UJMB20
UJMB25 110 37,0 20 25 36 12 16 14 180 PHE UJMB25
UJMB32 133 43,0 23 32 47 16 22 18 405 PHE UJMB32
UJMB4O 164 54,0 30 40 56 20 25 22 860 PHE UJMB40
UJMBA45 183 60,0 33 45 63 20 30 25 1250 PHE UJMB45
UJMB50 202 66,0 37 50 70 25 35 30 1730 PHE UJMB50
UJMB63 250 83,0 46 63 84 32 45 35 3400 PHE UJMB63
UJMB75 290 95,0 53 75 100 40 55 45 5300 PHE UJMB75
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